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MANN Provent 200 IV Oil Catch Can Kit Install Guide 
CAUTION:  ** Ensure the engine is OFF & COOL before installation ! **  

STEP 1: Identify Install Area. Driver’s side of engine bay.

STEP 2: Remove the existing bolt next to the Power Steering Reserve (PSR). 
Place the open end of the Kit Bracket on the existing stud next to the Brake 
Booster (BB). Secure this with Supplied Bolt. Return the PSR bolt and tighten.   

STEP 3: Unlatch the Provent plastic body bracket and swivel ports in to 
position. Fit the Drain Hose to the base of the Provent unit and clamp. 

STEP 4: Feed the Drain Hose down through the chasis between the rubber  
inner guard and the outside of the chassis rail. Secure with supplied P-Clamp.  

** Ensure the Drain TAP is CLOSED ! **
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STEP 5:	Fit Provent on to the Vehicle Specific Kit Bracket. 

STEP 6:	Release the Factory Air Intake Hose from the Top of the Crankcase and Re-route towards Provent. 

STEP 7:	Connect the supplied Short Hose to Provent Lower Outlet, add the supplied straight fitting  
	 and join to the Air Intake Hose.Check and tighten all hose clamps.

STEP 8:	Connect the supplied Longer Hose to the Provent Top Inlet.  
	 Bend around and fit to the Crank Case Outlet. Tsighten hose clamps.

STEP 9:	Re-install the engine cover and the job is done ! 
 
View Install Slide Presentation: SCAN QR-CODE (page.1) >
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